






































KEY . ,  . · --FUNCTION 
NIBP, ECG, SP02 
PRESSURE, AUX GAS 
RESP 
SETUP 

1 , 2, 3 ,  4 
RETURN TO MONITOR 

AUDIBLE ALARMS 
. ON/OFF 
SILENCE ALARM/ 
SUSPEND 

START/CANCEL/ 
STAT MODE 

FREEZE 

TRENDS 

MARK/RESET 

Parameter Keys - Selecting one of the parameter keys will call up a menu 
on the video screen from which the adjustments can be made. 

Provides access to basic monitor settings such as sound, volume, alarm 
limits display and NIBP safety limits. 
These softkeys are used to perform adjustments or move to other menus 
Pressed after completing softkey adjustments and to return to monitoring 
mode. 
Tums ON/OFF all alarms except for ASYSTOLE and APNEA 

Silences a triggered alarm for 2 minutes 
Press and hold for 2 seconds to silence in advance all audible alarms for 2 
minutes. 
Starts a NIBP measurement 
Press again to cancel NIBP measurement 
Press and hold for 2 seconds to initiate 5 minutes of continuous fast NIBP  
measurements 
Freezes wave-forms for 1 0  seconds 
Press the key again to unfreeze waveafonns 
Press and hold for 2 seconds to store the ECG reference trace. 
Erase the reference trace press and hold for another 2 seconds 
Provides up to 8-hour graphical and numerical trend information to 
monitored parameters. Press the RETURN TO MONITOR key to return 
to monitoring mode � 
Produces a numbered event marker on the trend printout. The marker 
number appears briefly on the bottom of the screen 

Press and hold for 5 seconds to produce a monitor rest. Trend data will be 
cleared and all alann limits will return to default. A self-check is also 
performed after reset. 

APPENDIX A4: MENU DISPLAY 

This is an example of how the menu display works 
• Press the ECG Key 

The menu is shown on the right hand side of the video screen 
• Use softkey 1 ,  2, 3 or 4 to perform the adjustment or move to the next menu. 

softkey l and 2 (arrow-keys) adjust the wave-form size. 
Softkey 3 scrol ls through selections. The activated selection is highlighted with a box. 
Softkey 4 enters the following adjustment menu. 
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APPEND1X A5 

1 .  AUDIO OFF message indicates that audible alarms are turned off. 
2. Message field related to ECG monitoring 
3 .  Heart Rate Value 
4. Temperature Value 
5 .  Systolic, Diastolic and mean pressure values o f  non-invasive blood pressure (NIBP) 
6. Systolic, diastolic and mean pressure values of invasive blood pressure(P 1 )  
7 .  Time indicator of LAST NIBP measurement 
Oxygen saturation (Sp02) value 
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APPENDIX A6: NUMERICAL REPRESENTATION OF TREND 

The up and down arrows indicate whether there is more information stored in the trend memory. 

l .  The haemodynamic trend page 
• HR Heart Rate 
• NIBP Non Invasive Blood Pressure 

• SID Systolic Reading/ Diastolic Reading 

• P 1 Pressure 1 reading 
• SID Systolic Reading/Diastolic Reading 

• P2 Pressure 2 reading 
• S/D/M Systolic reading/Diastolic reading/Mean 

• Sp02 Oxygen saturation value 
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